
IQSound
SA200

Multiple options for wired audio connection: 

OPTICAL, RCA, AUX, USB.

Wired and wireless 
connection

Wireless streaming via 

Bluetooth5.0, streaming 

without distortion.

Cinematic home-theatre 
system

Due to light weight, the transient response rapidly without loss of detail 

Medium frequency reproduce the original sound. Bass is deep and rich.

Immersive treble performance with a delicate and transparent timbre.

The sound quality is clear and pure with minimal distortion.

Nomex composite vibrating diaphragm 
mid-bass unit

19mm spherical silk film treble unit
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*Specifications are subject to change without notice. *All dimensions±1cm.

Model SA200

Output 80W

STN up to 115dB

Distortion <1%

Frequency Response 40Hz-20K Hz

Speakers 4*full Range+2*Tweeters

Bluetooth Range 10 Meters

Material ABS+Metal (side cover)+Cloth

Interface DC/19V, USB, AUX, L-RCA-R, Optical

Gross Weight 4.3 KG

Dimensions (L*W*H) 965mm*100mm*105mm

Packing Dimensions (L*W*H) 1140mm*310mm*190mm

www.IQBoard.net

Diverse sound effect modes
Choose devices by a hassle-free connection, 

different LED colors represent different modes.


